
HikCentral Professional V3.1.1
Quick Start Guide



Contents
Chapter 1 Guide Content ............................................................................................................  1

Chapter 2 Administrator Rights ................................................................................................... 2

Chapter 3 System Requirements .................................................................................................  3

3.1 Recommended Running Environment for Server ..................................................................  3

3.2 Recommended Running Environment for Control Client ....................................................... 3

Chapter 4 Installation and Deployment ......................................................................................  5

4.1 Standalone Deployment ........................................................................................................  5

4.2 Cluster Deployment ...............................................................................................................  8

4.3 Upgrade Client .....................................................................................................................  12

4.4 Service Manager ..................................................................................................................  13

Chapter 5 Login ........................................................................................................................  16

Chapter 6 Initial System Configurations ....................................................................................  18

6.1 License Management ...........................................................................................................  18

6.1.1 Activate License ..........................................................................................................  21

6.1.2 Update License ............................................................................................................  24

6.2 Set Storage on System Server ..............................................................................................  27

6.3 Set User Preference .............................................................................................................  28

6.4 More Configurations ............................................................................................................  30

Appendix A. Legal Information .................................................................................................  31

HikCentral Professional V3.1.1 Quick Start Guide

i



Chapter 1 Guide Content

This guide briefly explains how to install your HikCentral Professional as well as how to configure
some of its basic features.

To ensure the properness of usage and stability of the HikCentral Professional, please refer to the
contents below and read the guide carefully before installation and operation.
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Chapter 2 Administrator Rights

When you install and run the service modules, it is important that you have administrator rights on
the PCs or servers that should run these components. Otherwise, you cannot install and configure
the platform.

Consult your IT system administrator if in doubt about your rights.
If you access the platform via HikCentral Professional, you can log in to the operating system with
the following default administrator user name and password at the first boot.
● Default User Name: Administrator
● Default Password: Abc12345
It is recommended that you change the default administrator password immediately after entering
the platform for data security.

Caution
The password strength of the device can be automatically checked. We highly recommend you
change the password of your own choosing (using a minimum of 8 characters, including at least
three kinds of following categories: upper case letters, lower case letters, numbers, and special
characters) in order to increase the security of your product. And we recommend you change your
password regularly, especially in the high security system, changing the password monthly or
weekly can better protect your product.
Proper configuration of all passwords and other security settings is the responsibility of the service
provider and/or end-user.
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Chapter 3 System Requirements

3.1 Recommended Running Environment for Server
Operating System

● Microsoft ® Windows Server 2025
● Microsoft® Windows Server 2022
● Microsoft ® Windows Server 2019 (64-bit)
● Microsoft ® Windows Server 2016 (64-bit)
● Microsoft ® Windows 11 (64-bit) (including version 24H2)
● Microsoft ® Windows 10 (64-bit)

CPU
For Standalone: Intel ® Core™ i5-8500 and later
For Cluster: Intel ® Xeon ® Silver 4309Y *2

Memory
For Standalone: 8 GB+
For Cluster: 64 GB+

Web Browser
Firefox ® 140+, Google Chrome ® 138+, Microsoft ® Edge 138+, and Safari ® 16.6+.

HDD
SATA 7200 RPM Enterprise Class disk with 650 GB storage capacity. When running the SYS, there
should be at least 1 GB free space.

Note
Upgrading from V1.x to V2.x requires double available disk spaces than usual.

3.2 Recommended Running Environment for Control Client
Operating System

● Microsoft® Windows Server 2025
● Microsoft® Windows Server 2022
● Microsoft ® Windows Server 2019 (64-bit)
● Microsoft ® Windows Server 2016 (64-bit)
● Microsoft ® Windows 11 (64-bit)
● Microsoft ® Windows 10 (64-bit)

CPU
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Intel ® Core TM I5+

Memory
4 GB+

Graphics Card
NVIDIA® Geforce GTX 970 or higher

HDD
When running the Control Client, there should be at least 1 GB free space.
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Chapter 4 Installation and Deployment

You can select standalone deployment or cluster deployment.

The Stream Server and the Database Server cannot be installed on the same PC with the System
Management Service.
Double-click  (HikCentral Professional) to open the Install Wizard.
Note that during the installation process, the following programs will also be installed:
● Microsoft Visual C++ 2015 Redistributable
● vcredist2008×64.exe
● vcredist2008×86.exe
● vcredist2010×86.exe
● vcredist2013×64.exe
● vcredist2013×86.exe
● vcredist2015×64.exe
● vcredist2015×86.exe

4.1 Standalone Deployment
Two installation methods are available for building the standalone system. System Management
Service, Control Client, Stream Server, and Database Server can be installed.

Double-click the installation program to open the installation wizard.
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Figure 4-1 Install Window
Install Now

Start standalone installation, and the System Management Service and Control Client will be
installed by default.

Custom Installation
Select this to show the installation options. Select Standalone Installation, check the installation
option(s).
Installation Mode

Normal
The System Management Service and/or the Control Client is installed without any hot
spare.

Local/Remote Mirroring Hot Spare
Select Mirror Hot Spare to build a double-server system. Local mirroring hot spare means
the two servers are deployed in the same physical location or data center, while remote
mirroring hot spare involves maintaining a real-time mirrored copy of data at a
geographically distant location (e.g., a different city or data center). There will be two
HikCentral servers in the hot spare system: host server and spare server. When the host
server works, the data in host server is copied to the spare server in real-time. When the
host server fails, the spare server will take over the host server without interruption.
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Figure 4-2 Local Mirror Hot Spare

Note
For building the hot spare system, contact our technical support engineer.

Shared Storage Hot Spare
Multiple servers share a disk of one server. All servers can load and find the shared disk on
their own system, and can store data in the shared disk. You should select the path of the
shared disk.
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Figure 4-3 Shared Storage Hot Spare

Installation Content
All

The full version of the system will be installed.
Custom Installation Content

Select applications you need to install.
Server Language

Select the same language with your system.

4.2 Cluster Deployment
In Cluster Installation mode, the System Management Service, Control Client, and Database Server
can be deployed.

Double click the installation program and select Custom Installation.

Install Database Server
The database server should be installed first, and it cannot be deployed on the same PC with the
System Management Service or Control Client.
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Figure 4-4 Install Database Server

Server Language
Select the same language with your system.

Custom Service Data Saving Directory
Select the saving path for different modules.

Note
It is recommended to restart after installation to ensure that the database server runs under
optimal conditions.
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Install Main Server

Figure 4-5 Install Main Server
The database server's IP address and port number should be entered here so that the main server
can connect to the database server.
The Control Client can be installed together.
Local/Remote Mirroring Hot Spare

Select Mirror Hot Spare to build a double-server system. Local mirroring hot spare means the
two servers are deployed in the same physical location or data center, while remote mirroring
hot spare involves maintaining a real-time mirrored copy of data at a geographically distant
location (e.g., a different city or data center). There will be two HikCentral servers in the hot
spare system: host server and spare server. When the host server works, the data in host server
is copied to the spare server in real-time. When the host server fails, the spare server will take
over the host server without interruption.
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Figure 4-6 Local Mirror Hot Spare

Note
For building the hot spare system, contact our technical support engineer.
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Install Sub Server

Figure 4-7 Install Sub Server
Change Server Type: If the cluster system has been installed, you can change a resource server into
the main server by double-clicking the icon of installation program and selecting Set Server Type to
Main Server, or change the main server into a resource server by double-clicking the icon of
installation program and selecting Set Server Type to Resource Server.

4.3 Upgrade Client
The upgrade process has two phases: upgrade silently and upgrade the incremental data. During
the first phase, you can still use the Client, and during the second phase, you will be not able to use
the Client.

Steps

Note
● You can get the installation package from Hikvision's official site, or download from the Home

page of the Web Client (64-bit). We provide an installation package of Control Client in MSI
format. For scenario with Active Directory Domain Services (AD DS), you can upgrade the Control
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Clients on the PCs in the AD domain in a batch by Windows® Group Policy. Please visit the official
site of Microsoft® and you can view details and instructions about Windows® Group Policy.

● After upgrading the SYS server, when logging in to the Control Client of a lower version, a prompt
will pop up for upgrading the Control Client, and the URL for downloading the new package will
show. Users can click the URL to download the package.

1. Double-click  (HikCentral Professional_Client) to enter the welcome panel of the InstallShield
Wizard.

2. Click Upgrade.
A panel for confirming silent upgrade will display.

3. Click Yes to upgrade silently.

Note
During upgrade, you can still use the Client, and the data generated before you confirm to
upgrade incremental data will be synchronized to the database.

A panel indicating the upgrade process will display.
4. After the silent upgrade is finished, click OK to upgrade the incremental data.

Note
It is recommended to upgrade the incremental data as soon as possible. During upgrade, you
will be not able to use the Client.

A panel indicating the upgrade progress will display.
5. Click Finish to finish the upgrade.

4.4 Service Manager
After successfully installing the service module(s), you can run the Service Manager and perform
related operations of service, such as starting, stopping, or restarting the service.

Steps
1. Right-click  and select Run as Administrator to run the Service Manager.
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Figure 4-8 Service Manager Main Page

Note
The displayed items vary with the service modules you selected for installation.

2. Optional: Perform the following operation(s) after starting the Service Manager.

Stop All Click Stop All to stop all the services.

Restart All Click Restart All to run all the services again.

Stop Specific
Service

Select one service and click  to stop the service.

Edit Service Click the service name to edit the port of the service.

Note
If the port number of the service is occupied by other service, the port No.
will be shown in red. You should change the port number to other value
before the service can work properly.

Open Service
Location

Select one service and click  to go to the installation directory of the
service.

3. Optional: Click Auto Recover Database Exception to recover database exception caused by
accidents such as power-off and unexpected reboot.
1) Enable Auto Recover Database Exception.

Note
The database service will restart after you enable this function.

2) Click  to set the archive path for recovering the database.
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Note
● The remaining disk space of the archive path should be twice as the size of database data.
● The archive path should be under a path in English.

3) Click OK to finish setting.
4. Optional: Check Auto-Launch to enable launching the Service Manager automatically after the

PC started up.
5. Click  Dual-Server Deployment to deploy the database on another server.

HikCentral Professional V3.1.1 Quick Start Guide

15



Chapter 5 Login

You can access and configure the platform via web browser directly, without installing any client on
your computer.

Steps

Note
● If failed password attempt of current user is detected, you are required to input the verification

code. The failed password attempts from current client, other client, and other address will all
require the verification code.

● The failed password attempt and verification code attempt from current client, other client (e.g.,
Control Client), and other address will all be accumulated. Your IP address will be locked for a
specified period of time after specific number of failed password or verification code attempts
detected.

● The account will be frozen for 30 minutes after 5 failed password attempts. The failed password
attempts from current client, other clients (e.g., Control Client), and other addresses will all be
accumulated. When the account is frozen after accumulated failed password attempts, you can
still try login on another PC.

● The password strength can be checked by the system and should meet the system requirements.
If password strength is lower than the required strength, you will be asked to change your
password.

● If your password is expired, you will be asked to change your password when login.

1. In the address bar of the web browser, enter the address of the PC running SYS service and press
Enter key to open the login page.

Example
If the IP address of PC running SYS is 172.6.21.96, and you should enter http://172.6.21.96 or
https://172.6.21.96 in the address bar.
● The Web Client transmits data via the HTTPS, using our self-developed HTTPS certificate,

which is not issued by the Certificate Authority. So that a risk prompt will show when you
opening the Web Client. To avoid the prompt, you can apply for a certificate from the
Certificate Authority.

● The login session of the Web Client will expire and a prompt with countdown will appear after
the configured time period in which there is no action.

2. (For Administrator to login Web Client) On the login page, select the Management tab.
3. For first-time login for admin user:

1) Enter a password and confirm the password for the admin user in the pop-up Create
Password window, click Next, and select a method for password reset verification.
Email
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Click Verification Code → Next and set the email address for receiving the password reset
verification code.

Security Question
Click Security Question → Next , select security question(s) from the drop-down lists, and
enter your answers accordingly.

2) Click Finish.

Caution
The password strength of the device can be automatically checked. We highly recommend you
change the password of your own choosing (using a minimum of 8 characters, including at least
three kinds of following categories: upper case letters, lower case letters, numbers, and special
characters) in order to increase the security of your product. And we recommend you change
your password regularly, especially in the high security system, changing the password monthly
or weekly can better protect your product.
Proper configuration of all passwords and other security settings is the responsibility of the
service provider and/or end-user.

After you logged in, the Site Name window opens and you can set the site name for the current
system as you want. You can also set it in System → Normal → User Preference .

4. For first-time login for normal users, or users whose passwords were reset:
1) Enter the user name and password, and click Log In.

You can contact the Administrator for the user name and initial password.
The Change Password window shows.

2) Set a new password and confirm the password.
The Home page of the Web Client will show.

5. For all users except employees and first-time users, enter the user name and password, and click
Log In.
If the Require Email Verification When Login function is enabled for a user, a Double
Authentications window will pop up. Users can send a verification code via the platform to their
email, and then enter the code. Then the Home page of the Web Client will show.
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Chapter 6 Initial System Configurations

After logging in to the platform for the first time, the initial configuration wizard will show. You can
finish the configurations following the wizard. You can also skip the wizard and go to the System
module to configure parameters if needed.

Figure 6-1 Initial Configuration Wizard

6.1 License Management
After installing HikCentral Professional, you have a temporary License for a specified number of
devices and limited functions. To ensure the proper use of HikCentral Professional, you can activate
the SYS to access more functions and manage more devices. If you do not want to activate the SYS
now, you can skip this chapter and activate the system later. You can also view license details and
set SSP expiration prompt.

Two types of License are available for HikCentral Professional:
● Base: You need to purchase at least one basic License to activate the HikCentral Professional.
● Expansion: If you want to increase the capability of your system, you can purchase an expanded

License to get additional features.

Note
● Only the admin user can perform the activation, update, and deactivation operation.
● If you encounter any problems during activation, update, and deactivation, please send the

server logs to our technical support engineers.

HikCentral Professional V3.1.1 Quick Start Guide

18



On the top, click  Maintenance and Management → License Details to open the License
Details pane.

Figure 6-2 License Details Page

View License Details
You can check the authorization details of the License you purchased and view the number of
manageable devices and functions of your platform. If the License is not activated, you can also
view the trial period.
1. Click  beside Cameras to show the number of facial and human body recognition cameras /

thermal cameras (report supported) / ONVIF cameras / cameras from Hik-Partner Pro, and click
 to select the added cameras as these types of cameras respectively.

Note
- Configuration of ONVIF cameras is not supported.
- If you do not configure the facial and human body recognition camera / thermal camera,

these cameras' functions (face recognition, plate recognition, and temperature report) cannot
be performed normally in the platform.

2. Click License List to check all the activated License(s) of your platform and click an activation
code to view the related authorization details.
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Figure 6-3 License List Page

Set SSP Expiration Prompt
SSP (Software Service Program) refers to the platform's maintenance service, which has an expire
date and needs to be upgraded before expiration. You can set SSP expiration prompt on the
platform. After that, when the SSP is going to expire, you can receive an email reminding the
expiration every day during the configured period.
1. Click  beside Software Maintenance Service to enter the SSP Expiration Prompt Settings

pane.
2. Set the Overdue Reminder switch to ON.
3. Set the days when you will receive the prompt email before expiration.
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Note
- You should enter an integer between 1 to 365.
- By default, the platform will send a prompt email 30 days before expiration.

4. Click Add User to add user(s) who can receive upgrade prompt.

Note
- You should configure the users' email addresses before adding them as recipients. The added

users can receive upgrade prompt via the bound email addresses.
- Up to 64 recipients can be added.
- You can click  to delete the added user(s).

5. Click Add Email to add email address(es).

Note
You can add email of both the platform user(s) and other user(s). The platform will send
expiration prompt to the added email address(es).

6. Click Save.

6.1.1 Activate License

If the SYS server to be activated can properly connect to the Internet, you can activate the SYS
server in online mode. Otherwise, you can activate the License in offline mode.

On the Home page, click Activate to open the Activate License panel.

Activate License Online
Click Online Activation.
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Figure 6-4 Activate License in Online Mode
Enter the activation code received when you purchased your License.
Select the machine environment type. If you select the AWS or Azure as the machine environment
type, the pStor server, Streaming Server, and other external servers cannot access the platform.
And the Rose hot spare system is also not supported.
Physical Machine (Default)

A physical computer that contains hardware specifications and is used for running the SYS. If the
hardware changed, the License will be invalid, and the SYS may not run normally.

AWS (Amazon ® Web Services)
A virtual machine that provides the cloud computing services for running the SYS.

Azure (Microsoft ® Azure)
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A virtual machine that provides the cloud computing services for running the SYS.
If you need to build a hot spare system, check the Hot Spare. For how to build the hot spare
system, please contact our technical support engineers. You must select Hot Spare mode when you
install the system.
After you activated the License, the email settings pane will appear. You need to enter an email
address for the admin user. This email is used to receive the License activation code when the
admin user forgets the password for logging in to the platform and the activation code at the same
time.

Activate License Offline
Click Offline Activation.

Figure 6-5 Activate License in Offline Mode
Enter the activation code received when you purchased your License.
Select the machine environment type. See machine environment type description in Activate
License Online .
If you need to build a hot spare system, check the Hot Spare. For how to build the hot spare
system, please contact our technical support engineers. You must select Hot Spare mode when you
install the system.
Click Generate Request File. A request file named "ActivationRequestFile.bin" will be downloaded.
Save the request file to the proper directory or the removable storage medium (e.g., USB flash
disk).
Copy the request file to the computer that can connect to the Internet.
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On the computer which can connect to the Internet, enter the website: https://
kms.hikvision.com/#/active .
Click  and then select the downloaded request file.

Figure 6-6 Select Request File
After submitting the request file, a respond file named "ActivationResponseFile.bin" will be
downloaded. Save the respond file to the proper directory or the removable storage medium (e.g.,
USB flash disk).
Copy the respond file to the proper directory of the computer that accesses HikCentral
Professional via the Web Client.
In the Activate License in Offline Mode panel, click  to select the downloaded respond file.
After you activated the License, the email settings pane will appear. Enter an email address for the
admin user. This email is used to receive the License activation code when the admin user forgets
the password for logging in to the platform and the activation code at the same time.

6.1.2 Update License

As your project grows, you may need to increase the connectable number of resources (e.g.,
devices) for your HikCentral Professional. If the SYS to be updated can properly connect to the
Internet, you can update the License in online mode. Otherwise, you can update the system in
offline mode.

Note
Contact your dealer or our sales team to purchase a License for additional features.

On the top, move the cursor to  Maintenance and Management.
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Click Update License to open the Update License pane.

Update License Online
Click Online Update, and enter the activation code received when you purchase your License.
Before updating, the terms of the license agreement and the information protection policy should
be accepted.

Figure 6-7 Update License in Online Mode

Update License Offline
Click Offline Update.
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Figure 6-8 Update License in Offline Mode
Enter the activation code of your additional License, and accept the terms of the license agreement
and the information protection policy.
Click Generate Request File, and a request file named "ActivationRequestFile.bin" will be
downloaded. Save the request file to the proper directory or the removable storage medium (e.g.,
USB flash disk).
Copy the request file to the computer connected to the Internet.
On the computer connected to the Internet, enter the following website: https://
kms.hikvision.com/#/active .
Click  and then select the downloaded request file.
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Figure 6-9 Select Request File
After submitting the request file, a respond file named "ActivationResponseFile.bin" will be
downloaded. Save the respond file to the proper directory or the removable storage medium (e.g.,
USB flash disk).
Copy the respond file to the proper directory of the computer that accesses HikCentral
Professional via the Web Client.
In the offline update panel, click  to select the downloaded respond file, and then update the
License.

6.2 Set Storage on System Server
The imported pictures (such as the static e-map pictures and the face pictures in the person list)
and files (such as the broadcast recordings and video recordings) can be stored on SYS. You can
configure the storage locations and the corresponding quotas for them.

Steps

Note
This configuration is available only when the Web Client is running on SYS.

1. Switch on Enable Local Storage.
Compatible with RSA Key Exchange

It is disabled on newly installed systems by default. You can enable it if specific compatibility
needs arise.

2. Configure the related parameters for storing pictures.
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1) Select the disk to store the imported pictures.

Note
The disk should have at least 1.25 GB of free space for picture storage.

2) Optional: Switch on Set Quota for Pictures and set the storage quota for the pictures.
3. Click Add to add a resource pool for storing files.

1) Enter the name of the resource pool.
2) Select a disk to store the files.

Note
The disk should have at least 9 GB of free space for file storage.

3) Optional: Switch on Restrict Quota for Pictures and set the storage quota for the files.
4) Check Overwrite When Storage Space is Insufficient, and the newly imported files will

overwrite the existing files when the disk space is insufficient.
5) Click Add.
6) Optional: Click Delete or  in the Operation column to delete a resource pool.
7) Optional: Click a resource pool name to edit related settings.

4. Click Save.

6.3 Set User Preference
For different countries, regions, cultures, and enterprise backgrounds, the user preference might
be different. You can set the user preference according to the actual scene, such as the site name,
the first day of a week, and the calendar type.
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Figure 6-10 User Preference

Set the following parameters:
Site Name

Set the name of current site.
First Day of Week

Set the first day of a week as Sunday, Monday, Tuesday, etc., according to the custom of the
actual scene.

Note
This parameter is used in the report generation, live view and playback, etc.

Speed Unit
Select vehicle speed units to accommodate usage habits in different regions worldwide. This
parameter is applicable to businesses including ANPR, Portable Enforcement, Traffic Incident
Monitoring, and On-Board Monitoring.

Temperature Unit
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Set the temperature unit according to the custom of the actual scene.

Note
This parameter is used in the temperature analysis report generation, etc.

Display Mask Related Functions
Set whether to display mask related functions. Check the box to display the functions about
masks on Control Client, Web Client and Mobile Client. Otherwise these functions will be
hidden.

Note
This parameter is mainly used in temperature screening module.

Calendar Type
Set the calendar type as Gregorian Calendar, Thai Calendar and Nepali Calendar according to
the custom of the actual scene.

6.4 More Configurations
You can configure WAN access, NTP, transport protocol, email settings, person picture data related
parameters, address for receiving device info, etc.

See HikCentral Professional Web Client User Manual for details.
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Appendix A. Legal Information

About this Document
● This Document includes instructions for using and managing the Product. Pictures, charts,

images and all other information hereinafter are for description and explanation only.
● The information contained in the Document is subject to change, without notice, due to
firmware updates or other reasons. Please find the latest version of the Document at the
Hikvision website ( https://www.hikvision.com ). Unless otherwise agreed, Hangzhou Hikvision
Digital Technology Co., Ltd. or its affiliates (hereinafter referred to as "Hikvision") makes no
warranties, express or implied.

● Please use the Document with the guidance and assistance of professionals trained in
supporting the Product.

About this Product
This product can only enjoy the after-sales service support in the country or region where the
purchase is made.

Acknowledgment of Intellectual Property Rights
● Hikvision owns the copyrights and/or patents related to the technology embodied in the

Products described in this Document, which may include licenses obtained from third parties.
● Any part of the Document, including text, pictures, graphics, etc., belongs to Hikvision. No part

of this Document may be excerpted, copied, translated, or modified in whole or in part by any
means without written permission.

●  and other Hikvision’s trademarks and logos are the properties of Hikvision in
various jurisdictions.

● Other trademarks and logos mentioned are the properties of their respective owners.

LEGAL DISCLAIMER
● TO THE MAXIMUM EXTENT PERMITTED BY APPLICABLE LAW, THIS DOCUMENT AND THE

PRODUCT DESCRIBED, WITH ITS HARDWARE, SOFTWARE AND FIRMWARE, ARE PROVIDED "AS
IS" AND "WITH ALL FAULTS AND ERRORS". HIKVISION MAKES NO WARRANTIES, EXPRESS OR
IMPLIED, INCLUDING WITHOUT LIMITATION, MERCHANTABILITY, SATISFACTORY QUALITY, OR
FITNESS FOR A PARTICULAR PURPOSE. THE USE OF THE PRODUCT BY YOU IS AT YOUR OWN RISK.
IN NO EVENT WILL HIKVISION BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL,
INCIDENTAL, OR INDIRECT DAMAGES, INCLUDING, AMONG OTHERS, DAMAGES FOR LOSS OF
BUSINESS PROFITS, BUSINESS INTERRUPTION, OR LOSS OF DATA, CORRUPTION OF SYSTEMS, OR
LOSS OF DOCUMENTATION, WHETHER BASED ON BREACH OF CONTRACT, TORT (INCLUDING
NEGLIGENCE), PRODUCT LIABILITY, OR OTHERWISE, IN CONNECTION WITH THE USE OF THE
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PRODUCT, EVEN IF HIKVISION HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES OR
LOSS.

● YOU ACKNOWLEDGE THAT THE NATURE OF THE INTERNET PROVIDES FOR INHERENT SECURITY
RISKS, AND HIKVISION SHALL NOT TAKE ANY RESPONSIBILITIES FOR ABNORMAL OPERATION,
PRIVACY LEAKAGE OR OTHER DAMAGES RESULTING FROM CYBER-ATTACK, HACKER ATTACK,
VIRUS INFECTION, OR OTHER INTERNET SECURITY RISKS; HOWEVER, HIKVISION WILL PROVIDE
TIMELY TECHNICAL SUPPORT IF REQUIRED.

● YOU AGREE TO USE THIS PRODUCT IN COMPLIANCE WITH ALL APPLICABLE LAWS, AND YOU ARE
SOLELY RESPONSIBLE FOR ENSURING THAT YOUR USE CONFORMS TO THE APPLICABLE LAW.
ESPECIALLY, YOU ARE RESPONSIBLE, FOR USING THIS PRODUCT IN A MANNER THAT DOES NOT
INFRINGE ON THE RIGHTS OF THIRD PARTIES, INCLUDING WITHOUT LIMITATION, RIGHTS OF
PUBLICITY, INTELLECTUAL PROPERTY RIGHTS, OR DATA PROTECTION AND OTHER PRIVACY
RIGHTS. YOU SHALL NOT USE THIS PRODUCT FOR ANY PROHIBITED END-USES, INCLUDING THE
DEVELOPMENT OR PRODUCTION OF WEAPONS OF MASS DESTRUCTION, THE DEVELOPMENT OR
PRODUCTION OF CHEMICAL OR BIOLOGICAL WEAPONS, ANY ACTIVITIES IN THE CONTEXT
RELATED TO ANY NUCLEAR EXPLOSIVE OR UNSAFE NUCLEAR FUEL-CYCLE, OR IN SUPPORT OF
HUMAN RIGHTS ABUSES.

● IN THE EVENT OF ANY CONFLICTS BETWEEN THIS DOCUMENT AND THE APPLICABLE LAW, THE
LATTER PREVAILS.

© Hangzhou Hikvision Digital Technology Co., Ltd. All rights reserved.
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